
多格式 LCD 监视器

图中监视器为 DT-C21E4。

DT-C21E4
DT-C17E4G

LCT2676-001A
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220 V, 50 Hz/60 Hz
12 V - 17 V

•
•

 POWER 
 POWER 

•

•

•

•

 LCD 

•
•
•
•
•
•
•

 M4 x 10 mm 
 VESA 

VESA 

M4 x 10 mm

 DT-C21E4.
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1 POWER 

●   ☞  10  u  POWER 
2 AC IN 

● ☞  9 

3 REMOTE 
☞  22 

4 VIDEO BNC
IN OUT

5 AUDIO IN

●  SDI SDI  EMBEDDED AUDIO 

●  HDMI 
●  HDMI DVI  HDMI 

Audio1 Assign Audio2 Assign HDMI-Analog (☞  16 
6 AUDIO MONITOR OUT

●  AUDIO IN  E. AUDIO HD/SD SDI IN 1  IN 2  EMBEDDED AUDIO 
● Power Save ☞  17 No Sync Action
● EMBEDDED AUDIO ...

SDI 1 SDI 2  EMBEDDED AUDIO  E. AUDIO HD/SD SDI IN 1  IN 2
●  HDCP  HDMI 

 HDCP 
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HD/SD SDI 
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 后面板
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8 E. AUDIO HD/SD SDI SWITCHED OUT BNC
HD/SD SDI 
●  SDI SDI 1  SDI 2
●  SDI 1  SDI 2  SDI 
● Power Save
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p COMPO./RGB  D-sub 15 
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 前面板

1 
 AUDIO (MONITOR OUT) 

(☞  8 6 AUDIO 
2 

PHASE  
CHROMA  
BRIGHT  
CONTRAST  
● PHASE  CHROMA 
● Component Phase Disable  NTSC 

PHASE ☞  18 
3 VOLUME EMBEDDED AUDIO 

 EMBEDDED AUDIO  SDI 
(☞  11 Volume 

4 MUTING 

● 
●  Main Menu Audio Setting

Balance ☞  16 
5   /  /  /  

(☞  12 
)

6 FUNCTION 
 F1  F2 ☞  21 

7 MENU 
/  Main Menu (☞  12 

8 COLOR OFF /

●  RGB 
9 1:1 /

● 
p AREA MARKER /

/
●  Main Menu Marker

☞   15 

No 
Effect

 MAKE
Remote On

•

•

 MAKE/TRIGGER /

Green Red
(☞  

17 Set-Up Menu Tally Setting  22 

•
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●  16:9 
● Marker Area Marker R-Area 

Marker Off
q SAFETY MARKER /

/
●  Main Menu Marker

☞  15 
●  1:1 SD 4:3 

Size H Full
● Marker Safety Marker R-Safety 

Marker Off
w SCREENS CHECK /

R G  B
● 

e T.C. /
/  SDI 

(☞  11 
●  Set-Up Menu Information

☞  19 
r INPUT SELECT /

SDI 1   E. AUDIO HD/SD SDI (IN 1) 
SDI 2   E. AUDIO HD/SD SDI (IN 2) 
HDMI  HDMI 
COMPO./RGB  COMPO./RGB 
VIDEO  VIDEO 
● 

t F1/F2 /

y 
   

   ☞  20 
  

  
   Power Save (☞  17 

Sync Function No Sync Action

RGB
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u  

● ☞  8  1
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 12 V 

●  POWER  DC 
● 

 Volume 
Volume 
1   Volume 

 SDI Volume/Embedded Audio  SDI 
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2   Volume
Volume/Embedded Audio

3    
4  MENU 

 5 Volume

 SDI  EMBEDDED AUDIO  (L/R)  AUDIO (MONITOR OUT) 
(OUT1(L)/OUT2(R)) 
● (☞  16 Audio Setting Embedded Audio Group
●  SDI 1  SDI 2 
1    

Volume/Embedded Audio
●  30 Volume/Embedded Audio

2     L ch/R ch
3    

● Embedded Audio Group (☞  16 
4  MENU 

● Volume/Embedded Audio

 
●  T.C.  5  MENU / ☞  10  

e

1 
● Level Meter Display Horizontal Vertical  

EMBEDDED AUDIO 
● Level Meter Display Off (☞   16 Audio Setting

2 
● Status Display On (☞   19 Information
●  29  12 

3 Character Setting
● Source ID On Auto
● Status Display Off Auto (☞  19 Information

4 CRC 
● CRC Error On (☞   19 Information
● 

5 
● TC – –:– –:– –:– – ☞  10  e

Volume 画面

Volume/Embedded Audio 画面
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1  MENU  Main Menu
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 Set-Up Menu
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2      
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No Sync
Out of range

➔
➔
➔

2 HDMI  COMPO./RGB 
3 MUTING
 • (  10 ☞ 4

Main Menu Set-Up Menu

 
Main Menu

Picture Function

●  30 
● 
● 
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Main Menu

Picture Function

Audio Setting

Sync Function

No Operation Action

Signal Setting

Marker

Aspect

Backlight
Aperture
Aperture Level
CTI
LTI
Gamma
Color Temperature
sub menu
reset

Level Meter Display
Horizontal Channel Arrange
Vertical Position
Horizontal Position
Meter Type
Color
Reference Level
Over Level
Bar Brightness
Transparent
Peak Hold

Auto Adjust
H Size
H Position
V Size
V Postion
Dot Clock
Clock Phase
sub menu
reset

Component/RGB Select
Sampling Mode
Wide XGA
SXGA/SXGA+
I/P Mode
Color System
sub menu
reset

Area Marker
Marker Aspect
Safety Marker
Safety Area
Frame
Center Marker
Line Brightness
R-Area Marker
R-Marker Aspect
R-Safety Marker
R-Safety Area

Auto Aspect
Manual Aspect
SD4：3 Size

Balance
Audio1 Assign
Audio2 Assign
Embedded Audio Group
Level Meter Setting

No Sync Action
Delay Time
Low Latency

Size/Position Adjust

Set-Up Menu

Contrast
Bright
Chroma
Phase
NTSC Setup
Component Level
sub menu
reset

Color Temperature*
R Drive
G Drive
B Drive
R Cut Off
G Cut Off
B Cut Off
sub menu
reset

Function Setting

Picture Sub Adjust

White Balance Setting

Remote Setting

Information

Control Lock

Language

IMD

all reset

sub menu Position
Sync Term
Tally Setting
Dimmer
Illumination
Component Phase
Remote Active On Standby
LCD Saver Setting

Execute
Cancel
Status
Start After

Tally Type
Tally Color

1st Start
Work Time
Contrast
Backlight
OSD Contrast
Side Mask
reset

Serial Type
Parallel Type
Pin1
Pin2
Pin3
Pin4
Pin5
Pin6
Pin7
Pin8

Source ID
Character Setting
Status Display
Time Code
CRC Error
Sub Hour Meter
Model
Version
Hour Meter

IMD Display
IMD Protocol
Address
IMD Size
Text Color
Tally 1 Color
Tally 2 Color
Background Color
reset

* : Color Temperature
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 Main Menu

Picture Function

  
Backlight  –20 – +20
Aperture*1 Aperture Level /  Off On
Aperture Level*1  01 – 10
CTI  Off Normal Hard
LTI  Off Normal Hard
Gamma 2.2   2.2  

2.35   2.35  
2.45   2.45  
2.6   2.6

Color Temperature  9300K, 6500K, User
sub menu Picture Function
reset Picture Function

*1 

Size/Position Adjust

  
Auto Adjust /

 

H Size*1  
H Position*1

V Size*1

V Position*1

Dot Clock*1 Dot Clock Clock Phase
Clock Phase*1 –32 – +32
sub menu Size/Position Adjust
reset Size/Position Adjust

*1 

Aspect

  
Auto Aspect Manual Aspect  SD Off On
Manual Aspect*1  SD 16:9 4:3 
SD4:3 Size*1  4:3 

Normal H FullNormal :
H Full :

*1  1:1 
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Signal Setting

  
Component/RGB Select  COMPO./RGB Component RGB
Sampling Mode  RGB 

Standard  VGA60  XGA60 
Wide  WVGA60  WXGA60 Standard Wide

Wide XGA  WIDE XGA 1280*768, 1360*768
SXGA/SXGA+  SXGA60 

SXGA  SXGA60 
SXGA+A  SXGA+60/SXGA+60* SXGA SXGA+A

I/P Mode*1 Normal Cinema Field
Color System

Auto NTSC PAL
SECAM NTSC 4.43 PAL 
M PAL N PAL60

• AUTO

sub menu Signal Setting
reset Signal Setting

*1 Low Latency On Field  I/P 

Marker*1

 
1/2 Area Marker / Off Line Half Half+Line

Off
Line
Half
Half+Line

:
:
:
:

 50% 
 50% 

Marker Aspect 4:3 14:9 13:9 2.35:1
1.85:1 1.66:1

Safety Marker / *2 Off Line Half Half+Line
Safety Area  80% – 100%
Frame*3  Off On

Center Marker*3 Off On
Line Brightness  High Low

2/2 R-Area Marker / *2 Off Line Half Half+Line
R-Marker Aspect  4:3 14:9 13:9 2.35:1

1.85:1 1.66:1
R-Safety Marker / *2 Off Line Half Half+Line
R-Safety Area  80% – 100%

●  AREA MARKER  SAFETY MARKER 
● R- R- (☞  22 
●  4:3 4:3 
●  16:9  Area Marker Off
*1 
*2 Area Marker
*3  1:1 
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Audio Setting
EMBEDDED AUDIO 

  
Balance  L5 – L1 0 R1 – R5

Audio1 Assign
 AUDIO ASSIGN (IN 1) 

SDI-1 SDI-2
HDMI-Digital HDMI-Analog
Component/RGB Video

Audio2 Assign
 AUDIO ASSIGN (IN 2) 

SDI-1 SDI-2
HDMI-Digital HDMI-Analog
Component/RGB Video

Embedded Audio Group*1  EMBEDDED AUDIO 
EMBEDDED AUDIO G  GROUP

1G 2G 3G 4G 1-2G
1-3G 1-4G

1G
2G
1-2G

3G
1-3G 

4G
1-4G

:
:
:

:
:

:
:

 1/2/3/4/1+2/3+4/1 – 4 (1G)
 5/6/7/8/5+6/7+8/5 – 8 (2G)
 1/2/3/4/5/6/7/8/1+2/3+4/5+6/7+8/1 – 4 (1G)/5 – 8 (2G)/

1 – 8 (1G+2G)
 9/10/11/12/9+10/11+12/9 – 12 (3G)
 1/2/3/4/5/6/7/8/9/10/11/12/1+2/

3+4/5+6/7+8/9+10/11+12/1–4(1G)/5–8(2G)/
9–12(3G)/1–8(1G+2G)/1–12(-3G)
channel(s) 13/14/15/16/13+14/15+16/13–16(4G)

 1/2/3/4/5/6/7/8/9/10/11/12/13/14/15/16/1+2/3+4/
5+6/7+8/9+10/11+12/13+14/15+16/1–4(1G)/5–8(2G)/9–12(3G)/13-16(4G)/
1–8(1G+2G)/1–12(1-3G)/1-16(1-4G)

Level Meter Setting*1  EMBEDDED AUDIO 

Level Meter Display
Horizontal

Level Meter Display
Vertical

-10dB -20dB-20dB -10dB

-20dB

-10dB

• Embedded Audio Group
• 3COLORS White
• 
 Level Meter Display Horizontal
 Level Meter Display Vertical
• Peak Hold On

Level Meter Display Off Vertical Horizontal
Horizonal Channel 
Arrange

Line Divide

Vertical Position 1, 2, 3, 4
Horizontal Position Upper Lower
Meter Type Bar Block
Color 3Colors 

White
Reference Level –20dB –18dB
Over Level 3Colors –10dB –8dB –6dB –

4dB –2dB
Bar Brightness Low High
Transparent Off Background All
Peak Hold / Off On

*1  

REFERENCE 
LEVEL

OVER LEVEL OVER LEVEL

REFERENCE LEVEL
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Sync Function

  
No Sync Action Off Standby Power 

Save
Gray Back

Delay Time No Sync Action 30s 5min 15min
Low Latency / Off On

• On Off
• On

● No Sync Action Gray Back Power Save

No Operation Action Off, On
 4 

Off
On
●  3 

 30 

 Set-Up Menu

Function Setting
 

sub menu Position sub menu Lower1 Upper1
Lower2 Upper2

Lower1 :
Upper1 :
Lower2 :
Upper2 :

• 
Sync Term  COMPO./RGB  RGB 

• High
Low

Low High

Tally Setting
Tally Type Normal

Half
:
: Normal, Half

Tally Color Tally Type Normal Green Red
Dimmer Normal Dark
Illumination / Off On
Component Phase  NTSC  PHASE  Set-Up Menu

Picture Sub Adjust (☞  18 
Enable Disable

Remote Active On 
Standby

Off On
On
Off

:
:

LCD Saver  LCD (☞  20 
Setting 1st Start 00h-24h

Work 
Time 01h-06h

Contrast Save Normal
Backlight Save Normal
OSD 
Contrast

 OSD Save Normal

Side Mask
*  LCD Saver Side Mask Off On

reset LCD Saver
Execute  LCD Saver 
Cancel  LCD Saver Cancel
Status  LCD Saver  Off Ready
Start After  LCD Saver  **h **min
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Picture Sub Adjust

  
Contrast*1  CONTRAST –20 – +20
Bright*1  BRIGHT –20 – +20
Chroma*1  CHROMA –20 – +20
Phase*1 *2  PHASE –20 – +20
NTSC Setup  NTSC 00  0 % 

7.5  7.5 % 

Component Level  480i  576i B75  BetacamVTR 7.5% 
B00  

BetacamVTR 0 % 
SMPTE  M2VTR 

sub menu Picture Sub Adjust
reset Picture Sub Adjust

*1 
*2 Component Phase Disable  NTSC Phase

White Balance Setting
R/G/B

  
Color Temperature 9300K 6500K User
R Drive*1

G Drive
B Drive

 
● Max Min

Min – 000 – Max 
(  1024 )

R Cut Off*1

G Cut Off
B Cut Off

 
● Max Min

Min – 000 – Max
(  1024 )

sub menu White Balance Setting
reset White Balance Setting

*1 

Remote Setting

  
Serial Type RS232C RS485
Parallel Type  MAKE/TRIGGER Make Trigger Set
Pin1

 MAKE/TRIGGER 
• Parallel Type Set

☞  23  Make/
Trigger /

Pin2
Pin3
Pin4
Pin5
Pin6 Pin6 – Pin8 Tally
Pin7 Enable
Pin8 GND
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Information

  
Source ID Character Setting ☞  11 

• Auto

Off On Auto

Character Setting  10  RS-232C (☞  20 
Status Display  MUTING (☞  12 Auto Off On
Time Code  TIME CODE VITC*1 LTC*1 D-VITC
CRC Error  HD SDI  CRC (☞  11 Off On
Sub Hour Meter  0
Model
Version
Hour Meter*2

*1 
*2 Hour Meter

Control Lock*3 Off, Volume Lock, All Lock

*3 • Volume Lock
 - 

• All Lock
 - /
 -  Set-Up Menu     Control Lock Off
 - 

Control lock on!

Language  English, Deutsch, Français, Español, Italiano, Pуccкий

IMD
IMD ☞  20 

  
IMD Display

On Off
On Off

IMD Protocol
Off  JVC TSL V4.0  TSL UMD  V4.0

Off TSL V4.0

Address
000  126

000  126

IMD Size
Small Middle Large

Small Middle Large

Text Color
Command Command
Red, Green, Amber, Blue, Cyan, Magenta, White

Command Red Green
Amber Blue Cyan
Magenta White

Tally 1 Color Tally 1 
Command Command
Red, Green, Amber, Blue, Cyan, Magenta, White

Command Red Green
Amber Blue Cyan
Magenta White

Tally 2 Color Tally 2 
Command Command
Red, Green, Amber, Blue, Cyan, Magenta, White

Command Red Green
Amber Blue Cyan
Magenta White

Background Color
Black  IMD 
Translucent  IMD 
Transparent  IMD 

Black Translucent
Transparent

reset IMD

all reset
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● Character Setting
1 
2 Character Setting
3    

●    
   
 

Character Setting

4   
● 

5  3  4  10 
6  MENU 

Character Setting

●  LCD Saver
 1. 
 2. 
 3.  Execute  STANDBY MODE

 ■ 
   OPERATION MODE
 ■  
  Cancel

 ●  Cancel  24 

 ■ 1st Start Work Time

● IMD
  Television Systems Ltd TSL UMD Protocol – V4.0
  16 
 
  127 
 
  Television Systems Ltd. 

● 
  30 

•  Set-Up Menu Remote Active On Standby On
• 

0h 2h 4h 6h 8h 10h 12h 14h 16h 18h 20h 22h 24h

LCD Saver  

1st Start 

Execute

LCD Saver  LCD Saver 

Work Time 

CAM-01

*  IMD 

 2 1
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Function Key Setting
 F1/F2 

● Function Key Setting
   
  MENU Function Key Setting

  
Function1  F1 - - - Aperture I/P Mode

Frame Center Marker
Level Meter Display
Gamma Color 
Temperature
CRC Error

Function2  F2 
Function Display  F1/F2 Off Mode-1 Mode-2

Off
Mode-1
Mode-2

:
:
:

 *    Function 1  Function 2  13  20 
●  F1/F2 
 
 Color Temperature
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● Make/Trigger RJ-45

(1) Make
  GND 

(2) Trigger  
 

 ☞  Make/Trigger
● RS-485 RJ-45  RS-485 ☞ 

 23 
● RS-232C D-sub 9-  RS-232C 

☞  23 
 Set-Up Menu

Remote Setting ☞  18 
Serial Type Parallel Type

Serial 
Type

Parallel 
Type

Make/
Trigger 

Parallel Type Make Make
Trigger Trigger

RS-485  RS-485 RS485*1

RS-232C RS-232C RS232C*1

*1 
RS485

Make > Trigger =  = 

● Control Lock Volume Lock All 
Lock ☞  19 

● 
/

☞  24 

<Make/Trigger / >
*2

●  Make/Trigger
*2 

< >

RS-485 
IN

RS-232C

RS-485 
OUT

RS-485
 IN

RS-485 
OUT

RS-485
 IN

RS-485 
OUT

●  23 

  Make/Trigger /

Make/Trigger Remote 
Setting ☞  18 

Parallel Type Pin1 Pin2 Pin3 Pin4
Pin5

●  6  8 

1 Pin1

2 Pin2

3 Pin3

4 Pin4

5 Pin5

6 Tally*1

7 Enable*2

8 GND

*1  6  7 

*2  7 /  Make

 12 
1  Set-Up Menu Remote 

Setting
2 Parallel Type Set
3 

Pin1 - Pin5

  23 

1  Set-Up Menu Remote 
Setting Parallel Type

Make Trigger
2  7 ENABLE  8 

GND
3 Make

 8 GND

 Trigger
 8 GND  

1 
●  Make

● Trigger
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<  Make/Trigger / >

– – –
Tally Color *1

Tally Type
Tally-L(R) *2

Tally-R(G) *2

SDI 1 SDI 1
SDI 2 SDI 2
HDMI HDMI
Component/RGB COMPO./RGB
Video VIDEO
Area Marker
Safety Marker
Center Marker
Frame
Marker Select Marker *3 R- R-
Manual Aspect 4:3 16:9
1:1  1:1 
Status *4 ☞  12 
Level Meter *5

Time Code
Source ID ☞  19 Information Source ID *6

Color Off
Screens Check *7

I/P Mode *8

Muting /
Dimmer

*1 Tally Type Set-Up Menu → Function Setting  → Tally Setting Normal
*2 Tally Type Set-Up Menu  → Function Setting  → Tally Setting Half
*3 Marker R- R- ☞  15 Marker
*4  INPUT SELECT ☞  12  Make

*5  Make Level Meter Display Off
No Effect  

   Trigger
*6  Make Source ID On Auto  Off

 Trigger  Set-Up Menu ☞  19 
Information Source ID

*7  Make  Trigger
 SCREENS CHECK ☞  10  w

*8  Trigger Normal  → Cinema  → Field  Make

● 
● Trigger  1 

 
 RS-485  RS-232C 

* 
< >

RS-485  LAN 

☞ 

4800 bps
8 

1 

 ASCII

RS-232C  D-sub 9-

<RS-485 >

IN 端子信号 OUT 端子信号

1 TXD + TXD +
2 TXD – TXD –
3 RXD + RXD +
4 NC NC
5 NC NC
6 RXD – RXD –
7 NC NC
8 GND GND

<RS-232C >

1 NC
2 RXD
3 TXD
4 NC
5 GND
6 NC
7 RTS
8 CTS
9 NC

●  7  8 
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< >

 ID Cr (0Dh)

!  :  ☞  < >
?  :  
@  :  

< >

1 ! *1 B C N 1 Cr

2 ! *1 B C N 0 Cr

3 ! *1 B I D S E T x x*2 Cr  ID 01 – 99

4 ! *1 B I D R E T Cr  ID

5 ! *1 B I D D S P x x*2 Cr /  ID 00: 01

6 ! *1 B M E N U Cr  Main Menu /

7 ! *1 B U P Cr

8 ! *1 B D O W N Cr

9 ! *1 B A D J R Cr /

10 ! *1 B A D J L Cr /

11 ! *1 B S E T U P Cr  Set-Up Menu

12 ! *1 B P W 1 Cr

13 ! *1 B P W 0 Cr

14 ! *1 B I N A Cr SDI 1

15 ! *1 B I N B Cr SDI 2

16 ! *1 B I N C Cr HDMI

17 ! *1 B I N D Cr COMPO./RGB

18 ! *1 B I N E Cr VIDEO

19 ! *1 B D I S P Cr  *3

20 ! *1 B A M U T E x x*2 Cr / 00: 01

21 ! *1 B A S P x x*2 Cr 00: 4:3, 01: 16:9 

22 ! *1 B V P L S Cr

23 ! *1 B V M N S Cr

24 ! *1 B V O L x x*2 Cr 00-30

● Cr  0Dh
●  1  2  

13

*1  ID **  ID 00 00
*2 xx
*3  INPUT SELECT ☞  12 

1  
!00BCN1Cr

3 SDI 1 !00BINACr

5  
!00BCN0Cr

6 @00BOKCr

4 @00BOKCr

2 @00BOKCr
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●   
● 
●  POWER 

11
9
8

●  INPUT SELECT  
● 
● 
● 

10
8

29, 30
● 
● 
●  
● 

10
10
8

Out of Range ● 12, 29, 
30

No Sync

●  INPUT SELECT 
●  
●  

10
8

●  Set-Up Menu
Picture Sub Adjust Picture Sub Adjust

reset  
●  COLOR OFF  SCREENS CHECK 
● Signal Setting Color System
●  Set-Up Menu White Balance Setting

White Balance Setting reset

10, 18

10
15
18

● 
 Set-Up Menu Picture Sub Adjust

Contrast Bright  

10, 18

●  1:1 
●  Aspect Manual Aspect SD4:3 Size
● 
● Size/Position Adjust H Size/V Size

H Position/V Position

10
14

29, 30
14

●  Set-Up Menu Control Lock Off
●  Make

19
18, 22

 
● 

 LCD 

●  LCD LCD 

● 
● 
● /
● 
● 
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 自
 INPUT 

SELECT 

 INPUT SELECT COMPO./RGB VIDEO ...

1 

2   

3 

4 

5 

● INPUT SELECT 
  10 
  INPUT SELECT 
● Remote Active On Standby Off

 DT-C21E4。
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一
DT-C21E4 DT-C17E4G

  LCD 
21  17 
16:9

/  H  31.469 kHz – 75.000 kHz
V  49.990 Hz – 75.062 Hz
* Out of range
 ☞  29 

 HD SDI   BTA S-004C SMPTE292M
SD SDI   ITU-R BT.656  525/625
    SMPTE259M  525
EMBEDDED AUDIO   SMPTE299M SMPTE272M

 1.0 W + 1.0 W

 5 C – 35 C
20% – 80%

  220 V 50 Hz/60 Hz   12 V – 17 V

0.4 A  220 V
3.5 A  12 V - 17 V

0.3 A  220 V
3.0 A  12 V - 17 V

515 mm 515 mm 430 mm 430 mm
387.8 mm 347 mm 349.8 mm 309 mm
199 mm 99.8 mm 199 mm 102 mm

 

7.9 kg ( )
6.2 kg ( )

7.3 kg ( )
5.6 kg ( )

  x 1  x 1  x 2

LCD 
21˝  TFT 17˝  TFT

  477 mm
  268 mm

 547 mm

  382 mm
  215 mm

 438 mm

1920 x 1080

1670 

TYP. 170 160 160  ( ), 60  ( ), 80  ( )

TYP. 250 cd/m2 300 cd/m2

TYP. 1000:1 600:1

 /
VIDEO / 1 BNC  x 2 1 V (p-p) 75 

*  IN OUT

HDMI HDMI  HDCP  HDMI  x 1

COMPO./RGB
R G B HS VS  Y

Pb/B-Y Pr/R-Y

 RGB 
1  D-SUB 15  x1
Y 1 V(p-p) 75 
G  B/PB/B-Y R/PR/R-Y 0.7 V (p-p) 75 
HS, VS 0.3 V (p-p)  5 V (p-p)
*  HS  VS

E. AUDIO HD/SD SDI (IN 1)  EMBEDDED AUDIO 
  2 BNC  x 2E. AUDIO HD/SD SDI (IN 2) 

E. AUDIO HD/SD SDI
SWITCHED OUT

 EMBEDDED AUDIO 
  1 BNC  x 1

AUDIO (IN)   2 RCA  x 2  x1 500 mV (rms)

AUDIO (MONITOR OUT)   1 RCA  x 2 500 mV (rms)

REMOTE (MAKE/TRIGGER) ☞  22  Make/Trigger /

REMOTE (RS-485) ☞  23 

REMOTE (RS-232C)
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 尺寸 mm

DT-C21E4
< > < > < >

DT-C17E4G
< > < > < >

VESA 
M4 10 mm100

10
0

11
5

430

30
9

240 18

102
56

1.3

199

3

34
7

38
7.

8
/

35
2.

5

515

240
199

53
99.8

1.3

20

VESA 
4-M4

10 mm
100

10
0

11
5 

34
9.

8
/

31
4.

5

DTC21E417E4G_CS.indb   28DTC21E417E4G_CS.indb   28 12.2.27   9:25:00 AM12.2.27   9:25:00 AM



29

 

☞  12 *5 VIDEO  COMPO.  RGB E.AUDIO *1

HD/SD SDI  HDMI

1 NTSC NTSC 

2 NTSC 4.43 N 4.43 

3 PAL-M PAL-M 

4 PAL60 PAL60 

5 PAL PAL

6 PAL-N PAL-N

7 SECAM SECAM

8 B/W50 B/W50

9 B/W60 B/W60 

10 480/60i 480/60i

11 480/59.94i 480/59.94i

12 576/50i 576/50i

13 480/60p 480/60p  

14 480/59.94p 480/60p  

15 576/50p 576/50p  

16 640*480/60p 640*480/60p  

17 640*480/59.94p 640*480/60p  

18 720/60p 720/60p  

19 720/59.94p 720/59.94p  

20 720/50p 720/50p  

21 720/30p 720/30p

22 720/29.97p 720/29.97p

23 720/25p 720/25p

24 720/24p 720/24p

25 720/23.98p 720/23.98p

26 1080/60i 1080/60i  

27 1080/59.94i 1080/59.94i  

28 1035/60i 1035/60i

29 1035/59.94i 1035/59.94i

30 1080/50i 1080/50i

31 1080/60p 1080/60p

32 1080/59.94p 1080/60p

33 1080/50p 1080/50p

34 1080/30p 1080/30p

35 1080/29.97p 1080/29.97p

36 1080/25p 1080/25p

37 1080/24p 1080/24p

38 1080/23.98p 1080/23.98p

39 1080/30PsF 1080/30psf *2

40 1080/29.97PsF 1080/29.97psf *3

41 1080/25PsF 1080/25psf *4

42 1080/24PsF 1080/24psf

43 1080/23.98PsF 1080/23.98psf

: 
: 

*1  EMBEDDED AUDIO 
*2  1080/60i 1080/60i
*3  1080/59.94i 1080/59.94i
*4  1080/50i 1080/50i
*5   E.Audio HD/SD SDI **/59.94 **/29.97  **/23.98  **/60 **/30  **/24
● HDMI HDMI  High-Definition Multimedia Interface  HDMI Licensing LLC 
● HDCP  Digital Content Protection, LLC 
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 RGB COMPO./RGB  DVI HDMI 
 

kHz Hz
1 VGA60 640 480 31.5 59.9 
2 WVGA60 852 480 31.5 59.9 
3 SVGA60 800 600 37.9 60.3 
4 XGA60 1024 768 48.4 60.0 
5 WXGA (1280) 1280 768 47.8 60.0 
6 WXGA+60 1440 900 55.9 60.0 
7 SXGA60 1280 1024 64.0 60.0 
8 UXGA60 *1 1600 1200 75.0 60.0 
9 WUXGA60 *1 1920 1200 74.0 60.0 

10 1080/60p 1920 1080 67.5 60.0 
11 1080/50p 1920 1080 56.3 50.0 
12 US TEXT *2, *5 720 400 31.5 70.1 
13 WXGA (1360) 1360 768 47.7 60.0 
14 SXGA+/60A *3 1400 1050 64.0 60.0 
15 SXGA+/60B *4 1400 1050 65.2 60.0 
16 MAC13 *5 640 480 35.0 66.7 
17 MAC16 *5 832 624 49.7 74.5 
18 MAC19 *5 1024 768 60.2 74.9 
19 MAC21 *5 1152 870 68.7 75.1 

*1  8   9 
*2  VGA400/70 VGA400/70
*3  SXGA+60 SXGA+60
*4  SXGA+60* SXGA+60*
*5  RGB 

● 
● Out Of Range

HDMI 
 HDMI 

1

19

  2

18

1 T.M.D.S  2+ 8 T.M.D.S  0 15 SCL

2 T.M.D.S  2 9 T.M.D.S  0– 16 SDA

3 T.M.D.S  2– 10 T.M.D.S + 17 DDC/CEC GND

4 T.M.D.S  1+ 11 T.M.D.S 18 +5 V 

5 T.M.D.S  1 12 T.M.D.S – 19

6 T.M.D.S  1– 13 CEC

7 T.M.D.S  0+ 14

 D-SUB15 
 mini D-SUB15pin 

 JVC  JVC 

● 
● 
● 

1

2

3
4
5

6
7
8
9

10

11
12 I2C 
13
14
15 I2C 
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MEMO
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