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AC 220 V

 AC 220 V

• 

 

• 
• 
• 
• 

1. 
2. 
3. 
a) 
b) 

c) 

d) 
e) 
f) 

• 
– 
– 

– 
– 

• 

 

• 
• 

☞  26 
 

 

•  POWER 

 POWER 

• 

• 

• 

• 

• 

• 

• 

• 220 V 50 Hz/60 Hz
• 12 – 17 V
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• 

• 

• 
• 

•  LCD 

• 
• 

 LCD 

TEMP. OVER

 MAINS 
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• 

10 
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(PBB)
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o  SJ/T 11363-2006 

X  SJ/T 11363-2006 
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• 
•  LCD 
• 

☞  5 

1 
 144°

2 

• 
 0°

• ...
–  LCD 

 LCD 
– 

•  
144°

• 
• 

• 

 LCD  LCD 

 144°

• 
☞  5 

• 
• 

• 
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 8°
0°

• 0°
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☞  4 

 M4 x 10 mm  VESA 

M4 x 10 mm

VESA 

•  LCD  LCD 
• 

1 2 

3 
6 – ø 8

6 – ø 8

235
151

53.1
20.6

36

21
0

14
0

54

mm
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7

q SCREENS CHECK 
R G  

B
• 

w ASPECT 
 16:9  4:3 

 4:3  
16:9
•  4:3
•  1:1 

e SCOPE 

☞  15 SCOPE SETTING
• 

r T.C.
 SDI 

☞  7 

•  SET-UP MENU TIME 
CODE ☞  
18 

t INPUT SELECT 

SDI 1 E. AUDIO HD/SD SDI IN 1
SDI 2 E. AUDIO HD/SD SDI IN 2
DUAL LINK SDI

E.AUDIO HD SDI IN 1 IN 2
DVI DVI-D HDCP

COMPO. COMPO. 
VIDEO VIDEO 
• 
•  MAIN MENU SDI 

DUAL LINK ON  SDI 1 
 SDI 2  DUAL LINK ☞  12 

y 
 

POWER  DC 

 P. SAVE
☞  15 SYNC 

FUNCTION NO SYNC 
ACTION

u 

• POWER  DC 
☞  8  9  9 

w
•  POWER 

 DC 
i DC 

 12 V 

•  POWER 
 DC 

• 

 MAKE/TRIGGER

• GREEN RED
☞  16 FUNCTION 

SETTING TALLY SELECT  20 

• NO EFFECT
•  MAKE REMOTE ON

5  /  /  /  

☞  7 

 EMBEDDED AUDIO 
☞  7 

•      SET-UP 
MENU ☞  7 

6 MENU 
 MAIN MENU

☞  7 
7 COLOR OFF 

•  RGB 
8 1:1 

• 
9 AREA MARKER 

•  MAIN MENU
MARKER
☞  13 

•  16:9 
• MARKER AREA 

MARKER R-AREA MARKER
OFF

p SAFETY MARKER 

•  MAIN MENU
MARKER
☞  13 

•  1:1 
• MARKER SAFETY 

MARKER R-SAFETY MARKER
OFF

1 
 AUDIO MONITOR OUT

☞  8 5 AUDIO MONITOR 
OUT

2 VOLUME 

3 
PHASE
CHROMA
BRIGHT
CONTRAST
• PHASE  CHROMA 

• COMPONENT PHASE
DISABLE  NTSC 

PHASE ☞  16 
4 MUTING 

•  
VOLUME 

•  MAIN MENU
AUDIO SETTING BALANCE

☞  14 

RGB
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7

 INPUT SELECT 
☞  6  t

 3 
• INFORMATION STATUS 

DISPLAY
☞  18 

• STATUS DISPLAY
AUTO ON

– 
– 
– 

• STATUS DISPLAY
ON

 3 

1 
•  10 

2 DVI 
☞  19 DVI INPUT SEL.

 DUAL LINK/3G SDI 
☞  11 

3 3G SDI 
• 
•  3G SDI 

4 MUTING
• ☞  6  

r

•  T.C.  5  MENU 
☞  6 

 r
• ☞  18 

INFORMATION POSITION

1 
• LEVEL METER ch

OFF ☞  14 
AUDIO SETTING

2 
• STATUS DISPLAY

ON ☞  18 
INFORMATION

•  10 

3 CHARACTER SET.

• SOURCE ID ON
AUTO

• STATUS DISPLAY
OFF AUTO

☞  18 INFORMATION
4 CRC 

• CRC ERROR ON
☞  18 

INFORMATION
• 

5 
• 

TC – –:– –:– –:– –
☞  6  r

 EMBEDDED AUDIO  E. 
AUDIO HD/SD SDI IN1  IN2

 SDI 1  2
L/R  AUDIO (MONITOR OUT) 

(OUT1(L) OUT2(R)) 
• 

☞  14 
AUDIO SETTING E.AUDIO 

GROUP
•  DUAL LINK SDI 

 SDI 1
• SDI 1  SDI 2

1     

• 
 30 

2    L ch
R ch

3    
• E.AUDIO 

GROUP ☞  14 

4  MENU 

1 
 MAIN MENU

\  MENU 
 SET-UP MENU

\     

2      

•    

3       

4 
•  MENU 

MAIN MENU

 MAIN MENU
MARKER

SET-UP MENU

 EMBEDDED 
AUDIO ☞ 

 14 AUDIO SETTING
LEVEL METER SETTING
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7

8
1 REMOTE 

☞  20 
2 VIDEO BNC

IN OUT

3 COMPO. Y PB/B-Y PR/R-Y
BNC

IN
OUT

4 AUDIO IN

•  SDI 
SDI  EMBEDDED 

AUDIO 

5 AUDIO MONITOR OUT

•  AUDIO IN  
E. AUDIO HD/SD SDI IN 1  IN 2

 EMBEDDED AUDIO 
• P.SAVE

☞  15 
SYNC FUNCTION NO 

SYNC ACTION
• EMBEDDED AUDIO ...

– 
– SDI 1 SDI 2  

EMBEDDED AUDIO  E. 
AUDIO HD/SD SDI IN 1  IN 2

6 E. AUDIO HD/SD SDI IN 1 IN 2
BNC

HD/SD SDI 
•  48 kHz  

EMBEDDED AUDIO  
12 

•  DUAL LINK SDI 

7 E. AUDIO HD/SD SDI SWITCHED 
OUT BNC
HD/SD SDI 
•  SDI SDI 1  SDI 2

•  SDI 1  SDI 2 
 SDI 

• P.SAVE

•  DUAL LINK SDI 

8 DVI-D HDCP
 HDCP  DVI-D 

• DVI INPUT 
SEL. ☞  19 

9 DC 
 12 V 

• ☞  6 
 u  DC 

• 
 DC 

e r
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AC IN 

2 31

• 
• 

 AC  AC IN 
• 

p DC IN 12V 
 12 V

 17 V

•  12 V 

 POWER 
 12 V 

q AC IN 

• 
☞  9 

w POWER 

•  POWER 
☞  6  u

e 
 12 V 

 1 2  3 

•  Anton Bauer Dionic 90 QR 
DXC-M3A

•  24 V 
• 

• 

r 

• 
• 

• 
• 
• 
• 

 Anton Bauer QR 
DXC-M3A

 12 V  17 V
 DC IN 12V 
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10
7

☞  7 VIDEO COMPO.
*1

E. AUDIO SDI IN 1 IN 2 *2 DVI-D HDCP
 RGBSD/HD 1.5G 3G SDI DUAL LINK

1 NTSC NTSC √ — — —
2 PAL PAL √ — — —
3 B/W50 B/W50 √ — — —
4 B/W60 B/W60 √ — — —
5 480/60i 480/60i — √ √ — √
6 480/59.94i 480/59.94i — √ √ — √
7 576/50i 576/50i — √ √ — √
8 480/60p 480/60p — √ — — √
9 480/59.94p 480/59.94p — √ — — √

10 576/50p 576/50p — √ — — √
11 640*480/60p 640*480/60p — — — √
12 640*480/59.94p 640*480/59.94p — — — √
13 720/60p 720/60p — √ √ √ — √
14 720/59.94p 720/59.94p — √ √ √ — √
15 720/50p 720/50p — √ √ √ — √
16 720/30p 720/30p — √ √ √ — —
17 720/29.97p 720/29.97p — √ √ √ — —
18 720/25p 720/25p — √ √ √ — —
19 720/24p 720/24p — √ √ √ — —
20 720/23.98p 720/23.98p — √ √ √ — —
21 1080/60i 1080/60i — √ √ √ √ √
22 1080/59.94i 1080/59.94i — √ √ √ √ √
23 1035/60i 1035/60i — √*3 √ — — √*3

24 1035/59.94i 1035/59.94i — √*4 √ — — √*4

25 1080/50i 1080/50i — √ √ √ √ √
26 1080/60p 1080/60p — — — √ √ √
27 1080/59.94p 1080/59.94p — — — √ √ √
28 1080/50p 1080/50p — — — √ √ √
29 1080/30p 1080/30p — √ √ √ √ √
30 1080/29.97p 1080/29.97p — √ √ √ √ √
31 1080/25p 1080/25p — √ √ √ √ √
32 1080/24p 1080/24p — √ √ √ √ √
33 1080/23.98p 1080/23.98p — √ √ √ √ √
34 1080/30psF 1080/30psf — √*3 √*3 √ √ —
35 1080/29.97psF 1080/29.97psf — √*4 √*4 √ √ —
36 1080/24psF 1080/24psf — √ √ √ √ —
37 1080/23.98psF 1080/23.98psf — √ √ √ √ —
38 1080/25psF 1080/25psf — — — √ √ —

*1  Y 
*2  EMBEDDED AUDIO 
*3  1080/60i

1080/60i
*4  1080/59.94i

1080/59.94i

√
—

 HDCP  DVI-D 
\ *

\ NO SYNC

\ Out of range
COLOR SYSTEM ☞

FUNCTION SETTING
AUTO

\ OTHERS
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DVI-D (HDCP) 

kHz Hz

1 VGA60 640 480 31.5 59.9

2 WVGA60 852 480 31.5 59.9

3 SVGA60 800 600 37.9 60.3

4 XGA60 1024 768 48.4 60.0

5 WXGA (1280) 1280 768 47.8 60.0

6 WXGA+60*1 1440 900 55.9 60.0

7 SXGA60*1 1280 1024 64.0 60.0

8 WSXGA+60*1 1680 1050 65.2 60.0

9 UXGA60*1 1600 1200 75.0 60.0

10 WUXGA60*1 1920 1200 74.0 60.0

11 720/60p 1280 720 45.0 60.0

12 1080/60p*1 1920 1080 67.5 60.0

13 720/50p 1280 720 37.5 50.0

14 1080/50p*1 1920 1080 56.25 50.0

*1  6–10 12  14 

• ☞  26 

• 

DVI-D (HDCP) 
 DVI-D 

1 T.M.D.S  2– 9 T.M.D.S  1– 17 T.M.D.S  0–
2 T.M.D.S  2+ 10 T.M.D.S  1+ 18 T.M.D.S  0+

3 T.M.D.S  2 11 T.M.D.S  1 19 T.M.D.S  0 

4 NC 12 NC 20 NC
5 NC 13 NC 21 NC
6 DDC 14 +5 V 22 T.M.D.S 
7 DDC 15 GND 23 T.M.D.S +
8 NC 16 24 T.M.D.S –

DUAL LINK/3G SDI 
 DUAL LINK  3G SDI DUAL LINK  MAIN MENU

SDI DUAL LINK ☞  12 OFF  3G SDI 3G SDI 

DUAL LINK 
 MAIN MENU SDI DUAL LINK ☞  12 ON  

SDI DUAL LINK

3G SDI 
 3G SDI 

3G A-1  A  1
3G A-2 A  2
3G A-3  A  3
3G A-4 A  4
3G B-DS1 B  1
3G B-DS2 B  2
3G B-DUAL B  DUAL LINK
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12—MAIN MENU
PICTURE FUNCTION

APERTURE 
FREQ.*1

APERTURE LEVEL OFF LOW
HIGH

APERTURE 
LEVEL*1

01 – 10

CTI OFF NORMAL
HARD

LTI OFF NORMAL
HARD

I/P MODE NORMAL
CINEMA FIELD

sub menu PICTURE FUNCTION

reset PICTURE FUNCTION

*1 

BACK LIGHT

3G SDI LEVEL B
 3G SDI B  B  HD SDI 

SDI DUAL LINK
 SDI  DUAL LINK 

• ON DUAL LINK  SDI 
•  DUAL LINK SDI  SDI OFF

 7 

•  30 
• 
•  MAKE

–20 – +20

DS1 DS2

OFF ON
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•  30 
• 
•  MAKE

AREA MARKER SAFETY MARKER R-AREA MARKER
R-SAFETY MARKER

OFF
LINE
HALF  50% 
HALF+L  50% 
BLK.
BLK. +L

MARKER*1*2

1/2

AREA MARKER*3 ☞

MARKER ASPECT*3 4:3 14:9 13:9
2.35:1 1.85:1 1.66:1

SAFETY MARKER ☞

SAFETY AREA 80% – 100%

FRAME OFF ON

CENTER MARKER OFF ON

LINE BRIGHTNESS HIGH LOW

2/2

R-AREA MARKER*3 ☞

R-MARKER 
ASPECT*3

4:3 14:9 13:9
2.35:1 1.85:1 1.66:1

R-SAFETY MARKER ☞

R-SAFETY AREA 80% – 100%

•  AREA MARKER  SAFETY MARKER 
• R- R- ☞  20 
•  4:3 4:3 
•  16:9 ☞

*1 
*2  1:1 
*3  16:9 
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•  30 
• 
•  MAKE

AUDIO SETTING
EMBEDDED AUDIO 

BALANCE L5 – L1 0 R1 – R5

E.AUDIO 
GROUP*1

 EMBEDDED AUDIO ☞

LEVEL METER 
SETTING*1

 EMBEDDED AUDIO ☞

LEVEL 
METER ch

OFF LINE
 1 – 6 

 7 – 12
DIVIDE

BAR TYPE 3COLORS

W.100

REFERENCE 
LEVEL

–20dB –18dB

OVER LEVEL 3COLORS –10dB –8dB –6dB
–4dB –2dB

BAR 
BRIGHTNESS

LOW HIGH

PEAK HOLD OFF ON

*1 

E.AUDIO GROUP
EMBEDDED AUDIO 

G  GROUP
1G  1/2/3/4/1+2/3+4/1 – 4 (1G) 
2G  5/6/7/8/5+6/7+8/5 – 8 (2G) 
1-2G  1/2/3/4/5/6/7/8/1+2/3+4/5+6/7+8 1 – 4 (1G)/5 – 8 (2G)/1 – 8 (1G+2G) 
3G  9/10/11/12/9+10/11+12/9 – 12 (3G)
1-3G  1/2/3/4/5/6/7/8/9/10/11/12/1+2/3+4/5+6/7+8/9+10/11+12/1 – 4 (1G)/

5 – 8 (2G)/9 – 12 (3G)/1 – 8 (1G+2G)/1 – 12 (1-3G) 

—
LEVEL METER ch LINE BAR TYPE 3COLORS

OVER LEVEL REFERENCE LEVEL

• 3COLORS W.100

• ☞  18 INFORMATION
POSITION

• PEAK HOLD ON

—MAIN MENU

BALANCE

 7 
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SCOPE SETTING*1

GAIN –10 – +10
SIZE*2 NORMAL LARGE
POSITION*2 1 2

3
4

TRANSPARENT ON
OFF

AUTO OFF
 15 

ON OFF

WAVE DISPLAY Y/Pb/Pr HD 
Y/Cb/Cr SD 
R/G/B RGB 

WAVE FILTER FLAT
LOWPASS

WAVE OVER LEVEL Y  RGB ☞

MARKING LEVEL
☞

OFF ON

LEVEL 070 – 109

*1  DVI 
  RGB 
*2 SIZE LARGE POSITION

SYNC FUNCTION

NO SYNC 
ACTION

OFF P.SAVE
GRAY B.

DELAY TIME NO SYNC 
ACTION

30sec. 5min. 15min.

LOW LATENCY

• ON OFF
• ON

ON OFF

• NO SYNC ACTION GRAY B.
P.SAVE

•  30 
• 
•  MAKE

 Y MARKING ON
LEVEL 080

• LEVEL
• WAVE DISPLAY

Y
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16
FUNCTION SETTING

 PHASE 

sub menu 
POSI.

sub menu ☞

COLOR 
SYSTEM • AUTO PAL

NTSC

AUTO NTSC
PAL

TALLY SELECT GREEN RED

DIMMER NORMAL DARK

COMPONENT 
PHASE

 NTSC  PHASE 
 SET-UP MENU PICTURE SUB 

ADJ. ☞  6  3

ENABLE
DISABLE

PICTURE SUB ADJ.

CONTRAST*1  CONTRAST –20 – +20

BRIGHT*1  BRIGHT –20 – +20

CHROMA*1  CHROMA –20 – +20

PHASE*1, *2  PHASE –20 – +20

NTSC SETUP  NTSC 00  0% 
7.5  7.5% 

COMPO. 
LEVEL

 480i  576i B75  BetacamVTR 
7.5% 
B00  BetacamVTR 
0% 
SMPTE  M2VTR 

sub menu PICTURE SUB ADJ.

reset PICTURE SUB ADJ.

*1 
*2 COMPONENT PHASE DISABLE  NTSC PHASE 

 7 

•  30 
• 
•  MAKE

—SET-UP MENU

sub menu POSI.

LOWER1  
UPPER1
LOWER2
UPPER2
• 
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•  30 
• 
•  MAKE

SIZE/POSI. ADJ

H SIZE*1

H POSITION*1

V SIZE*1

V POSITION*1

sub menu SIZE/POSI. ADJ.

reset SIZE/POSI. ADJ.

*1 

WHITE BALANCE SET.
 GAMMA R/G/B

GAMMA  GAMMA 2.2  Υ 2.2
2.35  Υ 2.35
2.45  Υ 2.45
2.6  Υ 2.6

COLOR TEMP. 9300K 6500K USER

R DRIVE
G DRIVE
B DRIVE*2

MIN – 000 – MAX 256 

R CUT OFF
G CUT OFF
B CUT OFF*2

MIN – 000 – MAX 256 

sub menu WHITE BALANCE SET.

reset

*2 
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18
REMOTE SETTING

SERIAL TYPE RS232C RS485

PARALLEL 
TYPE

 MAKE/TRIGGER MAKE TRIGGER SET

PIN1
PIN2
PIN3
PIN4
PIN5

 MAKE/TRIGGER 
• PARALLEL TYPE

SET
PIN6 – PIN8

☞  21  MAKE/
TRIGGER

INFORMATION

POSITION ☞  7 UPPER LOWER

SOURCE ID CHARACTER SET.
☞  7 

• AUTO

OFF ON AUTO

CHARACTER 
SET.*1

 10 
 RS-232C 

☞

STATUS 
DISPLAY ☞  7 

AUTO OFF ON

TIME CODE  TIME CODE VITC*2 LTC*2

D-VITC

CRC ERROR  HD SDI  CRC 
☞  7 

ON OFF

SUB HOUR 
METER

MODEL

VERSION

HOUR METER

*1 
*2 

☞  20  23 

—SET-UP MENU
 7 

CHARACTER SET.

1 
2 CHARACTER SET.
3    

•     

4   
• 

5  3  4  10 
6  MENU 

•  30 
• 
•  MAKE
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19

OFF VOL.LOCK ALL LOCKCONTROL LOCK

• VOL.LOCK
– VOLUME 
– 

• ALL LOCK
– 
–  SET-UP MENU     CONTROL LOCK

OFF
– 

  Control lock on!

DVI INPUT SEL.
AUTO  DVI-D HDCP

AUTO
• AUTO COMPO. RGB PC
•  DVI-D  HDCP 

all reset

• HOUR METER
•  

12 V 

•  30 
• 
•  MAKE

AUTO COMPO. RGB PC
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20
7

• MAKE/TRIGGER RJ-45
(1) MAKE  GND 

(2) TRIGGER
 ☞  MAKE/TRIGGER
• RS-485 RJ-45  RS-485 ☞  22 
• RS-232C D-sub 9-  RS-232C ☞  22 

 SET-UP MENU REMOTE SETTING
☞  18 SERIAL TYPE PARALLEL TYPE

SERIAL TYPE PARALLEL TYPE

MAKE/TRIGGER MAKE — MAKE

TRIGGER — TRIGGER

RS-485  RS-485 RS485*1 —

RS-232C RS-232C RS232C*1 —

*1 RS485

MAKE > TRIGGER =  = 
• CONTROL LOCK VOL.LOCK ALL LOCK

☞  19 
• 

☞  23 
<MAKE/TRIGGER >

*2 

•  MAKE/TRIGGER
*2 

•  22 

RS-485 IN 
 

RS-232C

RS-485 
OUT

RS-485 
IN

RS-485 
OUT

RS-485 
IN

RS-485 
OUT

7  MAKE/TRIGGER
MAKE/TRIGGER REMOTE SETTING

☞  18 PARALLEL TYPE PIN1 PIN2 PIN3 PIN4 PIN5
•  6  8 

1 PIN1

2 PIN2

3 PIN3

4 PIN4

5 PIN5

6 TALLY*1

7 ENABLE*2

8 GND

*1  6  7 
*2  7  MAKE

 7 
1  SET-UP MENU REMOTE SETTING
2 PARALLEL TYPE SET
3 PIN1 – PIN5

•  21 

1  SET-UP MENU REMOTE SETTING PARALLEL TYPE
MAKE TRIGGER

2  7 ENABLE  8 GND

3 MAKE  8 GND

TRIGGER  8 
GND  1 

•  MAKE

• TRIGGER
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<  MAKE/TRIGGER >

TALLY SEL

SDI 1 SDI 1

SDI 2 SDI 2

DVI DVI

COMPONENT COMPO.

VIDEO VIDEO

3G-B.DS 3G SDI LEVEL B DS 1 DS 2

DUAL LINK SDI DUAL LINK

A.MARKER

S.MARKER

FRAME

C.MARKER

MARK.SEL MARKER *3 R- R-

ASPECT 4:3 16:9

1:1  1:1 

STATUS *4 ☞  7 

L.METER *5

TIME CODE

SOURCE ID ☞  18 INFORMATION
SOURCE ID

*6

WAVE FORM *7

VECTOR *7

COLOR OFF

SCR CHECK *8

I/P MODE *9

MUTING

DIMMER NORMAL DARK

– – – — —

*3 MARKER R- R- ☞  13 MARKER
*4  INPUT SELECT ☞  7 

 MAKE
*5  MAKE LEVEL 

METER ch OFF NO EFFECT
  TRIGGER
*6  MAKE SOURCE ID ON AUTO [ ]

OFF  TRIGGER  SET-UP 
MENU ☞  18 INFORMATION SOURCE ID

*7  MAKE
 MAIN MANU AUTO OFF  TRIGGER

 SCOPE ☞  6  e

*8  MAKE
 TRIGGER  SCREENS CHECK ☞  6  

q
*9  TRIGGER NORMAL \ CINEMA \ FIELD

 MAKE

• 
• TRIGGER  1 
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7

 RS-485  RS-232C 
• 
< >

RS-485  LAN 

☞ 

4800 bps
8 bits

1 bit

ASCII

RS-232C  D-sub 9-

<RS-485 >

<RS-232C >

1
 !00BCN1Cr

3 SDI 1 !00BINACr

5
 !00BCN0Cr
6 @00BOKCr

4 @00BOKCr

2 @00BOKCr

•  7  8 

1 NC
2 RXD
3 TXD
4 NC
5 GND
6 NC
7 RTS
8 CTS
9 NC

IN OUT 

1 TXD + TXD +

2 TXD – TXD –

3 RXD + RXD +

4 NC NC

5 NC NC

6 RXD – RXD –

7 NC NC

8 GND GND

< >

 ID  ID Cr (0DH)

“!” ☞  23  < >
“?”
“@”

• 
• 
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1 ! * **1 B C N 1 Cr

2 ! * **1 B C N 0 Cr

3 ! * **1 B I D S E T x x*2 Cr  ID 01 – 99

4 ! * **1 B I D R E T Cr  ID

5 ! * **1 B I D D S P x x*2 Cr  ID 00 01

6 ! * **1 B I D C H K x x*2 Cr  ID 00 01

7 ! * **1 B M E N U Cr  MAIN MENU

8 ! * **1 B U P Cr

9 ! * **1 B D O W N Cr

10 ! * **1 B A D J R Cr

11 ! * **1 B A D J L Cr

12 ! * **1 B S E T U P Cr  SET-UP MENU

13 ! * **1 B P W 1 Cr

14 ! * **1 B P W 0 Cr

15 ! * **1 B I N A Cr SDI 1

16 ! * **1 B I N B Cr SDI 2

17 ! * **1 B I N C Cr DVI

18 ! * **1 B I N D Cr COMPO.

19 ! * **1 B I N E Cr VIDEO

20 ! * **1 B D I S P Cr *3

21 ! * **1 B A M U T E x x*2 Cr 00 01

22 ! * **1 B A S P x x*2 Cr 00 4:3 01 16:9

• Cr  0Dh
•  1  2  13

*1 **  ID  ID 00 00
*2 xx
*3  INPUT SELECT ☞  7 
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•   
•  POWER  DC 
•  12 V 
•  12 V 

6
8 9
8 9

9

•  INPUT SELECT
• 
• 
• 

6
8
—

10 11

• 
• 
• 
• 

6
6
8
—

OTHERS Out 
of range • 10 11

NO SYNC
•  INPUT SELECT
• 
• 

VCR 

6
8
—

•  SET-UP MENU
PICTURE SUB ADJ.

PICTURE SUB ADJ. reset
•  COLOR OFF  SCREENS CHECK 

•  SET-UP MENU FUNCTION 
SETTING COLOR 
SYSTEM

•  SET-UP MENU WHITE 
BALANCE SET. WHITE BALANCE SET.

reset

6 16

6

16

17

• 
 

LCD 
•  LCD LCD 

• 
– 
– 
– 
– 

•  
SET-UP MENU PICTURE SUB ADJ.

CONTRAST BRIGHT

6 16

•  1:1  ASPECT 
• 
•  SET-UP MENU SIZE/POSI. 

ADJ. H SIZE/V SIZE H 
POSITION/V POSITION

• 

6
10 11

17

—

• 

•  MAKE

—

20

•  SET-UP MENU CONTROL 
LOCK OFF

•  MAKE

19

20 21
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7

 INPUT SELECT 

 INPUT SELECT DVI COMPO. VIDEO
...

1 

2   

3  POWER  DC 

4 

  DC 12 V  DC IN 12V 

5 

• INPUT SELECT 

  10 
 INPUT SELECT 

• 
• 
• 
• 
• 
• 

• 
• 
• 
• 
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• 

• 
• 

7

DT-V17L3D (G)

17 

16 : 9

H 31.469 kHz – 75.000 kHz
V 48 Hz – 65 Hz
* Out of range

☞  10 

3G SDI SMPTE424M/SMPTE425M
DUAL LINK HD SDI

SMPTE372M
HD SDI BTA S-004C SMPTE292M
SD SDI ITU-R BT.656 525/625

SMPTE259M 525
EMBEDDED AUDIO

SMPTE299M SMPTE272M

1.0 W + 1.0 W

5°C – 35°C
20% – 80%

 220 V 50 Hz/60 Hz
 12 – 17 V

0.8 A  220 V
5.0 A  12 – 17 V

430 mm
430 mm
349.8 mm
309 mm
199 mm
102 mm

8.6 kg
6.8 kg

 x 1  x 2  x 1

7 LCD 
17˝  TFT

372.9 mm
209.7 mm

1366 x 768

1677 

TYP. 178° 178°

TYP. 350 cd/m2 

TYP. 900:1

7

VIDEO
1 BNC  x 2
1 V(p-p) 75 Ω
* IN OUT

DVI-D (HDCP) DVI-D  HDCP 
DVI-D  x 1  DDC2B 

COMPO. (Y, PB/B-Y, PR/R-Y)
1 BNC  x 6
Y 1 V(p-p) 75 Ω
PB/B-Y PR/R-Y 0.7 V(p-p) 75 Ω
* IN OUT

E. AUDIO HD/SD SDI (IN 1)  EMBEDDED AUDIO DUAL LINK 

2 BNC  x 2
E. AUDIO HD/SD SDI (IN 2)

E. AUDIO HD/SD SDI 
(SWITCHED OUT)

 EMBEDDED AUDIO 
1 BNC  x 1

AUDIO (IN) 1 RCA  x 2
500 mV rms

AUDIO (MONITOR OUT) 1 RCA  x 2
500 mV rms

REMOTE (MAKE/TRIGGER) ☞  20  MAKE/TRIGGER

REMOTE (RS-485)
☞  22 

REMOTE (RS-232C)

 Anton Bauer Dionic 90 QR DXC-M3A

 JVC  JVC 
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* 
** 

7 mm

< > < > < >

100

VESA 
4-M4 10 mm

10
0

11
5

240

430

30
9

34
9.

8*
/3

14
.5

**

199

1.3

102

56

18

3
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